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SECTION 102600
WALL & DOOR PROTECTION
(DECORATIVE ALUMINUM DOOR FRAME COVERS)

PART 1 
GENERAL
******************************************************************************************************

Specifier Note: List significant generic types of products, work or requirements ******************************************************************************************************

1.01
SECTION INCLUDES

A.
This section includes labor, materials and other services necessary to complete decorative aluminum door frame covers.
B.
Conform with requirements of all Sections of Division 1, General Requirements, as it applies to the work of this Section.

1.02
RELATED SECTIONS

******************************************************************************************************

Specifier Note: List statements that draw the reader’s attention to other specification sections dealing with work directly related to this section.

******************************************************************************************************

A. Division 08 Section “Door Hardware” for metal armor, kick, mop, and push plates.
******************************************************************************************************

Specifier Note: Article below may be omitted when specifying manufacturer’s proprietary products and recommended installation. Retain Reference Article when specifying products and installation by an industry reference standard. If retained, list standard(s) referenced in this section. Indicate issuing authority name, acronym, standard designation and title. Establish policy for indicating edition date of standard referenced. Conditions of the Contract or Division 1 References Section may establish the edition date of standards. This Article does not require compliance with standard, but is merely a listing of references used. Article below should list only those industry standards referenced in this section.

******************************************************************************************************

1.03
REFERENCES

A. General: Standards listed by reference, including revisions by issuing authority, form a part of this specification section to extent indicated. Standards listed are identified by issuing authority, authority abbreviation, designation number, title or other designation established by issuing authority. Standards subsequently referenced herein are referred to by issuing authority abbreviation and standard designation.
B. American Society for Testing Materials (ASTM):

1. ASTM B209 Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate
1.04
SYSTEM DESCRIPTION

A.
Performance Requirements: Provide decorative aluminum door frame covers which have been manufactured and installed to maintain performance criteria stated by manufacturer without defects, damage or failure.

1.05
SUBMITTALS

******************************************************************************************************

Specifier Note: Include requests for relevant data to be furnished by the contractor, before during or after construction.

******************************************************************************************************

A.
Product Data: Submit manufacturer’s current printed product literature, specifications, installation instructions, and field reports in accordance with Section 01330 - Submittal Procedures.

B.
Shop Drawings: Submit shop drawings to indicate materials, details, and accessories in accordance with Section 01330
C.
Samples: Submit duplicate sample pieces of material, as well as accessory pieces in accordance with Section 01330 - Submittal Procedures.

D.
Quality Assurance Submittals: Submit the following:

1. Manufacturer’s Instructions: Current published manufacturer’s installation and maintenance instructions.
E.
Closeout Submittals: Submit the following:
1.
Operation and Maintenance Data: Operation and maintenance data for installed products in accordance with Division 1 Closeout Submittals (Maintenance Data and Operation Data) Section. Include methods for maintaining installed products and precautions against cleaning materials and methods detrimental to finishes and performance.



2.
Warranty: Warranty documents specified herein.

******************************************************************************************************

Specifier Note: This Article should include standards, limitations and criteria which establish an overall level of quality for products and workmanship for this section. Coordinate with Section 01430 - Quality Assurance.

******************************************************************************************************

1.06
QUALITY ASSURANCE

A.
Installer Qualifications: Installer experienced in performing work of this section who has specialized in installation of work similar to that required for this project.

******************************************************************************************************

Specifier Note: Describe requirements for meetings to coordinate materials and techniques, and to sequence related work.

******************************************************************************************************

B.
Pre-installation Meeting: Conduct pre-installation meeting to verify project requirements, substrate conditions, manufacturer’s installation instructions and manufacturer’s warranty requirements.

******************************************************************************************************

Specifier Note: This Article should include special and unique requirements. Coordinate with Sections 01650 - Product Delivery Requirements or Section 01660 - Product Storage and Handling Requirements.

******************************************************************************************************

1.07
DELIVERY, STORAGE & HANDLING

A.
Ordering: Comply with manufacturer’s ordering instructions and lead time requirements to avoid construction delays.

B.
Deliver, store and handle materials in accordance with Section 01610 - Basic Material Requirements.

C.
Deliver materials in manufacturer’s original, unopened, undamaged containers with identification labels intact.

D.
Store materials protected from exposure to harmful weather conditions, at temperature and humidity conditions recommended by manufacturer.

E.
Store frame covers in temperature controlled environments.
1.08
WASTE MANAGEMENT AND DISPOSAL

******************************************************************************************************

Specifier Note: Include information that will assist the contractor in dealing with the disposal of construction waste materials in ways other than using landfill resources.

******************************************************************************************************

A.
Deposit all packaging materials in appropriate container on site for recycling or reuse.

B.
Avoid using landfill waste disposal procedures when recycling facilities are available.

C.
Keep all discarded packaging away from children.

1.09
PROJECT CONDITIONS

A.
Maintain air temperature and structural base temperature at installation area between 41F (5C) and 80F (26C) for 48 hours before, during and 24 hours after installation.
******************************************************************************************************

Specifier Note: Coordinate Article below with Conditions of the Contract and with Division 1 Closeout Submittals (Warranty) Section.
******************************************************************************************************

1.10
WARRANTY

A.
Project Warranty: Refer to Conditions of the Contract for project warranty provisions.

B.
Manufacturer’s Warranty: Submit, for Owner’s acceptance, manufacturer’s standard warranty document executed by authorized company official. Manufacturer’s warranty is in addition to, and not a limitation of, other rights Owner may have under Contract Documents.

PART 2
 PRODUCTS
2.01
MANUFACTURERS

A. Manufacturer: ProTek Systems, Inc.
1.
2799 NW 2nd Ave, Boca Raton, FL 33431 
Toll-free: 800.598.2153 Fax: 561.395.4771
2.
E-mail: projects@protekmail.com Web Site: www.proteksystem.com.

2.02
DECORATIVE ALUMINUM DOOR FRAME COVERS
**************************************************************************************************

Specifier Note: Select material to suit project requirements.

**************************************************************************************************

A. Wood Grain DDFC-60 Decorative Aluminum Door Frame Cover by ProTek Systems, Inc.
1. Material: Alloy 5052-H32 .063” aluminum with wood grain powder coat finish.

2. Fabricated to custom measurements.
3. Finish: Choose from manufacturer’s standard wood grains
4. Welded hospital stop option available.
B. Marble DDFC-60 Decorative Aluminum Door Frame Cover by ProTek Systems, Inc.

1. Material: Alloy 5052-H32 .063” aluminum with marble powder coat finish.

2. Fabricated to custom measurements.

3. Finish: Choose from manufacturer’s standard marbles

4. Welded hospital stop option available.

C. Granite DDFC-60 Decorative Aluminum Door Frame Cover by ProTek Systems, Inc.

1. Material: Alloy 5052-H32 .063” aluminum with granite powder coat finish.

2. Fabricated to custom measurements.

3. Finish: Choose from manufacturer’s standard granite

4. Welded hospital stop option available.

2.03 ACCESSORIES

A.
Mounting Method: Adhesive OR mechanical fasteners
1. ADH-50 Construction Adhesive

2. Mechanical fasteners: Specify drilling requirements when ordering. Fasteners by others.
2.04
SOURCE QUALITY

A. Source Quality: Obtain wall products from ProTek Systems, Inc. 

No substitutions.
PART 3
 EXECUTION
3.01
MANUFACTURER’S INSTRUCTIONS

A.
Compliance: Comply with manufacturer’s product data and installation instructions.

3.02
EXAMINATION

A.
Site Verification of Conditions: Verify substrate conditions, which have been previously installed under other sections, are acceptable for product installation in accordance with manufacturer’s instructions.

3.03
SUBSTRATE PREPARATION

1. Door Frames should be smooth and level. High points must be removed and low points filled with filler intended for the substrate and environmental conditions.

1. Surfaces must be permanently dry and free from all substances that may contribute to adhesive bond failure.

1. Remove loose paint and conduct an adhesive bond test with paint.

1. Exterior frames must be adequately damp-proofed and insulated.

1. Door frames should be paint ready.
******************************************************************************************************

Specifier Note: Coordinate Article below with manufacturer’s recommended installation details and requirements.
******************************************************************************************************

3.04
INSTALLATION

A.
Antimicrobial Door Frame Cover Installation: Install DDFC-60 decorative aluminum door frame covers in accordance with the current published ProTek Installation Guide. Failure to install ProTek DDFC-60 decorative aluminum door frame covers in accordance with recommended procedures will void the ProTek Limited Product Warranty.

******************************************************************************************************

Specifier Note: Coordinate Article below with Division 1 Quality Assurance and Quality Control Sections.

******************************************************************************************************

3.06
FIELD QUALITY REQUIREMENTS

******************************************************************************************************

Specifier Note: Coordinate paragraph below with Division 1 Quality Assurance Section and Part 1 Quality Assurance Submittals herein. ******************************************************************************************************

A.
Manufacturer’s Services: Upon Owner’s request, provide manufacturer’s service consisting of product use recommendations and product installation recommendations in accordance with manufacturer’s instructions.

3.07
CLEANING

******************************************************************************************************

Specifier Note: Once all panels are installed, clean all surfaces down with antistatic solution or antistatic wipes. This is required as the panel may have static build up and any dust in the atmosphere will adhere to the surface of the panel.
******************************************************************************************************

2. ProTek DDFC-60 can be cleaned with a diluted soap/detergent solution. 

3. To reduce the buildup of static, cleaning the panels with an anti-static solution is recommended.

******************************************************************************************************

Specifier Note:  If a construction waste separation and disposal work plan is incorporated as part of the project, ensure that this section makes reference to how the excess material can be recycled or otherwise disposed of. Avoid sending construction waste to landfill sites if alternative means of disposal are available.

******************************************************************************************************


A.
Remove construction debris from project site and legally dispose of debris.

END OF SECTION

